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ORDINARY HIGH WATER MARK

XISTING SITE INFORMATION
EX HOUSE 762 SQFT
EX WALK 302 SQFT
EX PATIO 127 SQFT
EX GRAVEL 71 SQFT
EX GARAGE 819 SQFT*
EX DRIVEWAY 1,096 SQFT
TOTAL EX IMPERVIOUS 2,358 SQFT
TOTAL AREA TO OHWM 10,150 SQFT
PERCENT EX IMPERVIOUS 23.2 % N

*EX GARAGE MITIGATED WITH PREVIOUS PERMIT AND
NOT INCLUDED IN IMPERVIOUS AREA OR %.

LAKE MENDOTA
ORDINARY HIGH WATER MARK EL=850.67 (NAVD88(2012))
100 YEAR FLOOD EL=852.77 (NAVD88(2012))
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e T (MIN. 411 SQUARE FEET—SEE DETAIL) >} 15°=4" PVC NON-PERFORATED x s, x \ EX. FENCE bm "\
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80'—4” PVC NON—PERFORATED STORM SEWER @ 0.3% L . A SE OUTFALL 1E=850.67 )
8 0.5% m_“m |www% 24" NYLOPLAST
/A\ Fﬁx}\ /W%\T@L_\w =891 CATCH BASIN W/ GRATE g
ROSION N . dé m_,“mnummww% ORDINARY HIGH WATER MARK 5.0" MINIMUM mmm.ummz»m_..mm_umﬂ%mﬁo PAVER
THE EXISTING DRIVEWAY IS TO BE MAINTAINED BY THE CONTRACTOR IN A CONDITION, WHICH WILL PREVENT THE B BEDDING COURSE
TRACKING OF MUD OR DRY SEDIMENT ONTO THE ADJACENT PUBLIC STREETS. SEDIMENT REACHING THE DRIVEWAY AND EX. DECIDUOUS TREE — SEE NOTE #2 .
PUBLIC STREETS SHALL BE REMOVED BY STREET CLEANING (NOT HYDRAULIC FLUSHING) BEFORE THE END OF EACH V v 4" PERFORATED
WORKDAY. (TYP) EX. HOUSE BASE COURSE UNDERDRAIN W/ SOCK
EROSION CONTROL DEVICES SHALL BE INSTALLED PRIOR TO GRADING OPERATIONS AND SHALL BE PROPERLY MAINTAINED 5160 REYNOLDS AVENUE ~ SEE NOTE #4
FOR MAXIMUM EFFECTIVENESS UNTIL VEGETATION IS ESTABLISHED. ALL EROSION CONTROL MEASURES AND STRUCTURES »
SERVING THE SITE MUST BE INSPECTED AT LEAST WEEKLY OR WITHIN 24 HOURS OF A 0.5 INCH RAIN EVENT. ALL 4
MAINTENANCE WILL FOLLOW AN INSPECTION WITHIN 24 HOURS. zwﬁ%ﬂhﬁ»ﬂhﬁﬁ@d 12° OF 3/4" AGGREGATE
CUT AND FILL SLOPES SHALL BE NO GREATER THAN 3:1. m>z3_.mo>_.m wo__m.q_.wm_moumm%ﬁm mqmﬂm»mmhmﬂmﬂmﬁ 5
ALL DISTURBED AREAS MUST BE TEMPORARILY STABILIZED WMITHIN 14 DAYS OF LAST ACTIVITY. ALL DISTURBED AREAS AND BACKFILL WITH SAND. NON—WOVEN GEOTEXTILE FABRIC
SHOULD BE STABILIZED WITHIN 7 DAYS OF FINAL GRADING. mwﬁq Mﬂx%:mmm”_s%%o_mwv
PERIMETER CONTROL SHOULD BE INSTALLED AROUND STOCKPILES, AND STOCKPILES SHOULD BE STABIUZED THAT WLL
REMAIN INACTIVE FOR 7 DAYS OR LONGER. P
EROSION CONTROL IS THE RESPONSIBILITY OF THE CONTRACTOR UNTIL ACCEPTANCE OF THIS PROJECT. EROSION CONTROL 1 PAVEMENT SURFACE VOIDS SHALL BE LESS THAN 25%
MEASURES AS SHOWN SHALL BE THE MINIMUM PRECAUTIONS THAT WILL BE ALLOWED. THE CONTRACTOR SHALL BE 2. JOINT STONE AND BEDDING COURSE SHALL CONSIST OF ASTM C-33, 8, 9, 89,
RESPONSIBLE FOR RECOGNIZING AND CORRECTING ALL EROSION CONTROL PROBLEMS THAT ARE A RESULT OF OR 57 AGGREGATE.
CONSTRUCTION ACTIVITIES. ADDITIONAL m.wom.oz CONTROL MEASURES, AS REQUESTED IN WRITING BY THE STATE OR w M%m”bmm owmmhﬂ,mwmom_mcimmm#dmmzp_Rp_.ﬂ‘bzwxmwm.._“ n_uﬂoxu‘mw CAN BE
LOCAL INSPECTORS, OR THE DEVELOPER'S ENGINEER, SHALL BE INSTALLED WITHIN 24 HOURS. R D_&W&MOM___"M._._MMV‘O._A% 4 X 2 &o Mb mk‘._m._v. d CONSIDERED AGGRECATE STORAGE xm..mmw<o=~. BASE COURSE FOR PERMEABLE
TIM H ESTABLISHED. ROD STAKE, (10°_SPACING) FILTER FABRIC INTERLOCKING PAVERS SHALL BE 4.0" DEPTH OF ASTM C-33, 57 AGGREGATE
LY 1, 2021 INSTALL INITIAL EROSION CONTROL DEMICES. %éﬂ? T NOMINAL 2* X 2° x 30° MIN 5 [N CAN BE CONSIDERED PART OF THE AGGREGATE STORAGE DEPTH.
JULY 1, 2021 — JULY 1, 2022 REMOVE EXISTING HOUSE, GRADE SITE, AND CONSTRUCT NEW HOUSE. EX DRIVEWAY TO REMAIN 685 wm_.!_. 3" MIN Mm%ﬂ%_mmmm%wﬂwv_um_ on_uwoﬂmc.__«b_mthﬂwmwww WMOK%WMM__“ THE AGGREGATE
MAY 1 — JULY 1, 2022 REMOVE EXISTING DRIVEWAY AND CONSTRUCT PAVER DRIVEWAY & PATIO. PRO HOUSE 1.673 SQFT Q_.N._...m_wWWA SILTSOXX (OR EQUAL) 6. AGGREGATE RESERVOIR SHALL CONSIST OF OPEN GRADED BASE CONSISTING
PRO PAVER DRIVEWAY 411 SQF T** OF CRUSHED STONE OR CRUSHED GRAVEL WITH NO GREATER THAN 5%
MAY 1 — JULY 1, 2022 RESTORE ALL PERVIOUS DISTURBED AREAS AND INSTALL VEGETATIVE BUFFER. SHEET FLOW PASSING THE NO. 200 SIEVE.
PRO PAVER PATIO & WALK 167 SQFT** i 7. PROVIDE A MINIMUM POROSITY OF 30% _um._m ASTM C29 STANDARD TEST
METHOD FOR BULK DENSITY ("UNIT WEIGH AND VOIDS IN AGGREGATE.
TOTAL EX & PRO IMPERVIOUS 2,358 SQFT 8. COMPLY WITH SOUNDNESS >.mu WEAR, AND unw»oaxm REQUIREMENTS LISTED
TOTAL AREA TO OHWM 10,150 SQFT EXTEND FABRIC TO IN WISCONSIN DOT STANDARD SPECIFICATIONS SECTION 301.2.4.5 —
RESTORATION NOTES: PERCENT EX IMPERVIOUS 23.2 % 4 BELOW SURFACE AGGREGATE BASE PHYSICAL PROPERTIES.

RESTORATION WILL OCCUR AS SOON AFTER THE DISTURBANCE AS PRACTICAL. SLOPES GREATER THAN 20% SHALL BE
RESTORED WITHIN 30 DAYS.

ALL PERVIOUS DISTURBED AREAS SHALL RECEIVE A MINIMUM OF FOUR (4) INCHES OF TOPSOIL, SEED, AND MULCH. ALL
PERVIOUS DISTURBED AREAS SHALL RECEIVE FERTILIZER EXCEPT NATIVE PLANTING AREAS. RESTORATION WILL OCCUR AS
SOON AFTER THE DISTURBANCE AS PRACTICAL. SEED MIXTURE 40 SHALL BE USED ON ALL DISTURBED AREAS EXCEPT
THE VEGETATIVE BUFFER. VEGETATIVE BUFFER SHALL BE RESTORED PER VEGETATIVE BUFFER PLAN. MIXTURES SHALL BE
_”._u %%%o...ﬂcﬁmmz%i SECTION 630 OF D.O.T. SPECIFICATIONS. AN EQUAL AMOUNT OF ANNUAL RYEGRASS SHALL BE

FERTIUZER SHALL ME THE FOLLOWING MINIMUM REQUIREMENTS: NITROGEN, NOT LESS THAN 16% PHOSPHORIC ACID, NOT
LESS THAN 8% POTASH, NOT LESS THAN 8% FERTILIZER SHALL BE APPLIED AT THE RATE OF FOUR (4) POUNDS PER
1,000 SQUARE FEET. SEED MIXTURES SHALL BE APPLIED AT THE RATE OF FOUR (4) POUNDS PER 1,000 SQUARE FEET.
MULCH SHALL CONSIST OF HAY OR STRAW APPLED AT THE RATE OF TWO (2) TONS PER ACRE.

SEEDING FROM OCTOBER 1 THROUGH NOVEMBER 15 SHOULD BE AVOIDED TO PREVENT FREEZING OF NEW GROWTH. ADD
WINTER WHEAT SEED AT ONE POUND PER 1,000 SQUARE FEET FOR SEEDING AFTER NOVEMBER 15.

ENGINEER:

QUAM ENGINEERING, LLC

ATIN: AARON FALKOSKY

4604 SIGGELKOW ROAD, SUITE A
MCFARLAND, W 53558

OWNER:

DAVID PARKER

308 LAUREL LANE
MADISON, Wi 53704

*EX GARAGE MITIGATED WITH PREVIOUS PERMIT AND
NOT INCLUDED IN IMPERVIOUS AREA OR %.

**PRO PAVER AREAS MITIGATED AND NOT INCLUDED IN
IMPERVIOUS AREA OR Z%.
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9. COMPLY WITH CONSTRUCTION REQUIREMENT IN WISCONSIN DOT STANDARD
SPECIFICATIONS SECTION 301.3 OR ADMINISTERING AUTHORITY.

SILT SOCK DETAIL SILT FENCE CONSTRUCTION (SHEET FLOW) PERMEABLE INTERLOCKING PAVER CROSS SECTION
P N 5162 REYNOLDS AVENUE-TOWN OF WESTPORT
0 OBTAIN LOCATION OF PRELIM. GRADING AND EROSION CONTROL PLAN
1N 2 PAAGILIMES BEFORE YOU PAGE: 2 OF 2
:J@@ SEE PLAN ;\@y\H P16 IN WISCONSN DATED: FEBRUARY 19, 2021
S sy CALL DIGGERS HOTLINE

NSTALL GLASS 1 L 1-800-242-851 QUAM ENGINEERING, LLC
TYPE B EROSION TOLL FREE Residential and Commercial Site Design Consultants
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TDD(FOR THE HEARING IMPAIRED)(800)542-2289

WS. STATUTE 182.0175 (1974)
REQUIRES MIN. OF 3 WORK DAYS
g NOTICE BEFORE YOU EXCAVATE J
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